PDC SMART WOVEN RFID WRISTBANDS

ARTWORK SPECIFICATIONS:

- ONLY VECTOR FILES ARE ACCEPTABLE (NO FLAT IMAGES)

C® ARTWORK NUMBER-_ - OUTLINE ALL FONTS

TEMPLATE APPLIES TO THE FOLLOWING PART NUMBERS: - ACCEPTABLE FILE FORMATS: Al, EPS, PDF

Innovative ID Solutions RC100-XX-PDF-I RC105-XX-PDF-I RC110-XX-PDF-I
RC102-XX-PDF-I RC106-XX-PDF-I RC114-XX-PDF-I
RC104-XX-PDF-I RC108-XX-PDF-I RC114A-XX-PDF-I

A Brady Business 8 BRADY

- JPEG & PNG FILES ARE NOT ACCEPTABLE

ARTWORK IN THIS AREA MAY BE
/ COVERED BY RFID SLIDER

Note: Artwork may be covered by RFID slider placement
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FRONT: CUSTOM PRINT AREA

[J OPTION 1 - Sequential
Starting Number:

[] OPTION 2 - Non Sequential [] OPTION 3 - Customer File [] OPTION 4 -UID
Number of Characters: File must be provided to PDC UID Serialization Selected

~— 27mm —=—

BACK: SERIAL NUMBERING AREA

SERIALIZATION OPTIONS (check one)

['] OPTION 5- NONE
No Serialization

ENCODING OPTIONS

HF UHF
MIFARE MIFARE KEY EPC STARTING EPC NUMBER
STARTING BLOCK OMIT LEADING/TRAILING ZEROS (Y/N)
USER MEMORY STARTING BLOCK USER MEMORY STARTING BLOCK
STARTING NUMBER STARTING NUMBER
UID/SERIAL NUMBER MATCH FILE REQUIRED (Y/N) TID/EPC/SERIAL NUMBER MATCH FILE REQUIRED (Y/N)




