ARTWORK SPECIFICATIONS:

- OUTLINE ALL FONTS
” II ‘I d ® PDC SMART STRETCH RFID WRISTBANDS - 160mm - ONLY VECTOR FILES ARE ACCEPTABLE (NO FLAT IMAGES)
p ‘ - ACCEPTABLE FILE FORMATS: Al, EPS, PDF
|

ARTWORK NUMBER- I IIIEIEGEGEGE - JPEG & PNG FILES ARE NOT ACCEPTABLE
Note: Inside artwork registration cannot be maintained and may be

nnovative ID Solutions ) )
cut off during the manufacturing process. For best results, use
A Brady Business &8 BRADY repeating logos to broadcast artwork.
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SERIALIZATION OPTIONS (check one)

[ ] OPTION 2 - Non Sequential [] OPTION 3 - Customer File [] OPTION 4 -UID
Number of Characters: File must be provided to PDC UID Serialization Selected

ENCODING OPTIONS

[ OPTION 5- NONE

[J OPTION 1 - Sequential
No Serialization

Starting Number:

HF UHF
MIFARE MIFARE KEY EPC STARTING EPC NUMBER
STARTING BLOCK OMIT LEADING/TRAILING ZEROS (Y/N)
USER MEMORY STARTING BLOCK USER MEMORY STARTING BLOCK
STARTING NUMBER STARTING NUMBER
UID/SERIAL NUMBER MATCH FILE REQUIRED (Y/N) TID/EPC/SERIAL NUMBER MATCH FILE REQUIRED (Y/N)




